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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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SPECIFICATION FOR 
FEED PUMPS TOR OIESEL FUEL INJECTION EQUIPMENT 

PART 1 EXTERNAL DIMENSIONS 
{Nrst Ravlsion) 



'.!' ? C #° P !i"' SP/cl/iw the external dimensions of fuel fssd pumps with and without prs-filtsr 
used for diesel fuel injection in compression ignition engines. 

fr i^i?i? o22Xi"cT. S ?S , -*t- ,n •«»«*•«» with IS 1 7448 |Part t-X-1974 lllosssry of terms for 
IC engines: Part 1 Fuel injection equipment . 

3. Type* — The types of feed pumps are at follows; 

a) With roller tappet drive, 

b) With pin drive, and 

c) With flat follower. 

4. Dimensions 

4.1 The overall dimensions shall conform to Fig. X to 8. 

4.2 The dimensions of mounting fienges are given In Fig. 6. 

tappet* fMd PUmP * With P " 1 drlV * arran #mtnt nw » th « »* m « ovtwll dlmsnsfons as the rolls? 
4.4 For auction and pressure fines, pipes of 10 x| mm sizs srs recommended. 
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All dimensions in millimetre* 
FIG, 1 DIMENSIONS FOR FEED PUMP WITH ROLLER TAPPET DRIVE 



Adopted 12 August 1888 



©April 1989, BIS 



Gr 3 



BUREAU OF INDIAN STANDARDS 

MANAK BHAVAN, 9 BAHADUR SHAH ZAFAR MARG 
NEW DELHI 110002 



CO 



N> 




4>36 



CAMSHAFT 
OF PUMP 



90max. 




to 



o 



to 



CO 
00 



All dimensions in millimetres. 
FIG. 2 DIMENSIONS FOR FEED PUMP WITH ROLLER TAPPET DRIVE AND PRE-F1LTER 
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All dimensions in millimetres. 
FIG. 3 FEED PUMP WITH ROLLER TAPPET DRIVE AND PRE-FILTER 
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All dimensions in millimetres. 
FIG. 4 DIMENSIONS FOR FEED PUMP WITH ROLLER TAPPET DRIVE 
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Alfdimensions in millimetres. 
FIG, 5 DIMENSIONS FOR FEED PUMP WITH FLAT FOLLOWER 
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All dimensions in millimetres. 
FIG. 6 DETAILS OF MOUNTING FLANGES OF FEED PUMP 



EXPLANATORY NOTE 

This standard was first published in 1980. Subsequently, the increased usage of feed pumps 
with flat follower as well as pin drive type required standardization. In this revision, these types 
have also been incorporated. The working pressure of the feed pumps is also restricted to 
1-5±0*5kgf/cm 2 . 

The other parts of this standard are as follows: 
Part 2 Types of drive 
Part 3 Testing and performance requirements (under preparation) 

In the preparation of this standard, assistance has been derived from DIN 73356 'Kraffstoff- 
Forderpumpen Zum Ambau an Einspiritzpumper oder Disselmotor', issued by the Deutsches Institut 
fur Normung, Germany (DIN). 

Indian standards for fuel pump levers, injectors, couplings, bench test procedures, etc, are 
under preparation. 
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